STIXX MACRO  WALL SCONCE

PHOTOMETRIC INFORMATION

26° REFLECTOR - CLEAR LENS - 3500K - 90 CRI
SAD-02-26-SP-COB-9W/90/35K

Delivered Lumens:
System Wattage:

867.5Im
9.88 W

Luminaire Efficacy: 87.8 Im/W

Polar Candela Distribution

AD - FROSTED LENS - 3500K - 90 CRI
SAD-02-AD-SP-COB-9W/90/35K

Del

System Wattage:

ivered Lumens:
9.88W

402.7 Im

Luminaire Efficacy: 40.8 Im/W

Polar Candela Distribution
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60° REFLECTOR - CLEAR LENS - 3500K - 90 CRI
SAD-02-60-SP-COB-9W/90/35K
Delivered Lumens: 890.9 Im
System Wattage:  9.9W
Luminaire Efficacy: 90.0 Im/W
Polar Candela Distribution
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COLOR TEMPERATURE MULTIPLIER
2700K 3000K 3500K 4000K
80+ 90+ 95+ 80+ 90+ 95+ 80+ 90+ 95+ 80+ 90+ 95+
Multiplier for Lumen 1.06 0.90 0.79 .11 095 0.83 1.14 1.0 0.86 1.17 1.04 0.89
Photometric performance is measured at an accreditated independant laboratory in accordance with IESNA LM-79. Information herein are subject to change without notice.
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